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Speed
Total profiling distance

Depth range
Oceancurrent up to

Maximum
Recommended

0.1-0.3 m/s
800 km

5-800 m
0.8 m/s

Standard housing

Extended housing

IM OORED PROHLING CARRIER AQUALOG

Multisensor platform for autonomous vertical profiling in

DDYLG /XTXHW /DERUDWRLUH G 2FpDQ

> Alkaline Dsize batteries 60 pcs 960 Wh 72pcs1050 Wh
§ Lithium D-size batterie$ 60 pcs 2760 Wh 72 pcs3310 Wh
o)
2 Voltage 85 t13.5 VDC
= Peak pulselectric

current 0 o

Qurrent at sleeping

mode 0.1 mA

Turning on/off
Indication of the status
Programming

By magnetic switch or as preprogrammed
LED on the cowlm
GUI forMSWindows XP, Vista, 7

Parameters Pressure, salinity, temperatur@ceancurrent speed
and directiori, inclination, heading, acoustic
backscattering strength

‘% Vertical resolutiofi

g - pressure, salinity, 0.050.15 m

% temperature

o - velocity 0.61.8m

£ - acoustichaclkscatter 0.61.8 m

[

é Accuracy

— - pressure 0.04% of the range

- temperature iXiii £

- salinity 0.002 psu

- velocity i9 }(u *uE A oX F iXA wuls

- acoustic backscatte 0.45 dB
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